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The path of 
least resistance

 ...for high speed 
board-to-board.
Q Series® on three pitches and 5mm 
to 30mm board heights 

Q2 Series ruggedized and on 
0,635mm pitch

Edge Rate Series with ruggedized 
Signal Integrity optimized contacts 
on 0,8mm pitch

 Mezzanine, perpendicular and 
coplanar applications

TRANSMISSION LINE SOLUTIONS
www.samtec.com/tls
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See the bigger picture…
with feature-rich tools for debugging mixed signal designs.

See more and solve faster with Tektronix DPO and MSO Series oscilloscopes. This feature-rich

family of oscilloscopes, with bandwidths up to 1 GHz, have the power and functionality to

help make your work easier. With Wave Inspector® you can easily search and navigate

through uncompromised long records; and large, high-resolution displays let you clearly see

all on-screen data and catch glitches you might otherwise have missed. Combine this with

integrated serial trigger, decode and search, and you will be debugging mixed signal designs

faster and easier than ever before.

Meet the latest addition to the family - 
The NEW Tektronix DPO3000 Series.

See more. 
Try the virtual product demo at: 
www.tektronix.com/bigpicture
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MSO4000 Series Mixed Signal Oscilloscopes
Performance Specifications
Models MSO4032, MSO4034, MSO4054, MSO4104

Bandwidth 1 GHz, 500 MHz, 350 MHz models

Channels 2 or 4 analog and 16 digital

Record Length 10 M points on all analog and digital channels

Sample Rate Up to 5 GS/s (analog) / Up to 16.5 GS/s (digital)

Display 10.4 in. (264 mm) XGA

Serial Bus Trigger I2C, SPI, RS-232/422/485/UART, CAN, LIN, FlexRay
and Decode

DPO4000 Series Oscilloscopes
Performance Specifications
Models DPO4104, DPO4054, DPO4034

Bandwidth 1 GHz, 500 MHz, 350 MHz models

Channels 4 analog

Record Length 10 M points on all channels

Sample Rate Up to 5 GS/s on all channels

Display 10.4 in. (264 mm) XGA 

Serial Bus Trigger I2C, SPI, RS-232/422/485/UART, CAN, LIN, FlexRay
and Decode

NEW! DPO3000 Series Oscilloscopes
Performance Specifications
Models DPO3054, DPO3052, DPO3034, DPO3032, DPO3014, DPO3012

Bandwidth 500 MHz, 300 MHz, 100 MHz models

Channels 2 or 4 analog

Record Length 5 M points on all channels

Sample Rate 2.5 GS/s on all channels

Display 9 in. (229 mm) WVGA widescreen

Serial Bus Trigger I2C, SPI, RS-232/422/485/UART, CAN, LIN
and Decode
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